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Insulation cap

Series

Terminal block and terminal box in one
Quality insulation work available regardless individual skill

 

■ Model/Specification

Note: Only occasionally the innder side of Protection Cap have some cavities due to 
air bubbles formed in DIP molding process. However, this will have no impact on 
functions.

This protection cap prevents dust accumulation on the gap between cabtyre cable and wires.

Model
Max. cable diameter

Applicable to Weight Sales unit1st tier 2nd tier

QTM-34C φ8
×2 pcs

φ11
×2 pcs OA-QTM34 11g

20 pcs
QTM-44C φ8

×2 pcs
φ12
×2 pcs OA-QTM44 14g

QTM-64C φ8
×4 pcs

φ11
×4 pcs OA-QTM64 15g

10 pcsQTM-633C

QTM-834C

φ8
×4 pcs

φ10.5
×4 pcs

φ8
×4 pcs

φ11.5
×4 pcs

OA-QTM633

OA-QTM834

14g

18g

■ Outline drawing

Black

• The soft material tightly fits to the upper part of OA-QTM.
• Cut off the downside of the cap to fit the outer diameter of 
  the cabtyre cable.
  

1st tier

2nd tier See the above specification table for each
applicable sizes to the 1st tier and 2nd tier.

Prevents accumulation of dust 
between a cabtyre cables and wires

Putting on the Protection Cap 
provides better looking 

Prevents accidental fall-off of OA-
QTM as its retaining tab is covered

Firmly secures OA-QTM at two points.

※Screws are not included in the supply.

Black

Color

Black

Color

Working temperature : -20℃ to +80℃
Material : Nylon 66 (Flammability : UL94-V-2）

Working temperature : -20℃ to +60℃
Material : Vinyl chloride

Model Applicable to Weight Sales
unit

QTM-H1 10 pcs
OA-QTM
series

※Excl. OA-QTM32

Recommended 
torque for M4 screw

0.735N・m
(7.5kgf・cm)

2g

■ Outline drawing■ Model/Specification

QTM-844C
φ11
×4 pcs

φ14
×4 pcs OA-QTM844 26g 5 pcs

7000-21, Nakagawa, Hosoe, Kita-ku, Hamamatsu, Shizuoka 431-1304, Japan
TEL +81-53-522-5562   FAX +81-53-523-2362   e-mail : info@ohm.co.jp

URL : www.ohm.jp/

The contents of this catalog are subject to change for product improvement.
Colors of products may slightly differ from actual due to printing.

1. Keep dust away 2. Neat looking 3. Fall-off prevention



Connect the wires. Fit in the cover. Push in until it snaps. Screwing Using a binding band

1 2 3

Snap!

Just put cover on after connecting the wires. Can be fixed in three different ways.
POINT

■ Example of T-branch wiring  (OA-QTM633/OA-QTM834)

・OA-QTM834

　　　2-wire reed switches, 4pcs. 　　　3-wire reed switches, 3pcs.
・OA-QTM633・OA-QTM633

　　2-wire reed switches, 2pcs.　　3-wire reed switches, 2pcs.
・OA-QTM633

　　Motor power branch
・OA-QTM834
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※Picture shows OA-QTM834

Detachable
metal 

fittings!

T
Applicable to 3 to 6 ports or 4 to 8 ports by combination of shorting bars.

For T-branching or sensor wiring! Branch wiring models also available.
POINT

What’ s   so great bout OA-QTM !?

Easy 3-step installation regardless individual skill!

POINT

Motor Motor Motor
【OA-QTM32・33・34・44・64】

【OA-QTM633・834・844】
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OA-QTM33 OA-QTM33（2 pcs） OA-QTM34 （with optional QTM-H1） OA-QTM834

Example of T-branch wiring

＋ ＋

Space and cost savingStable quality & easy maintenance

Push

Push

Example of T-branch wiring

Using a faster

【Fixing】

Provides protective, high quality insulation, not dependent upon individual skill as well as easy maintenance.

No tapling work required!
Just fit in after wiring.
For connection change,
detach the cover only
by pushing the stoppers.

Works both as terminal block and termnal box in one.
Saves space and cost.

Terminal metal
removed

Terminal metal
removed

Terminal metal
removed

For motor wiring For relaying sensors For relaying valve output For relaying sensors

■ Application examples

■ Model/Specification
No. of poles

600
V

Rated voltage

4
P

3
P

6
P

For relaying
Black

Black

Color

No. of polesRated voltage Rated current

15
A

600
V

3~6
P

4~8
P

－20 to ＋80℃
OA-QTM633 3P to 6P

AC/DC 
600V 15A

φ3.5×2 pcs
/terminal screw

M3×8 pcs
 

Screw with 
square washer

Screw with 
square washer

1.25-3 or 1.25-3.5
32g

10 pcs
OA-QTM834 4P to 8P 41g

Working temp.

For branching

OA-QTM32

3P

AC/DC
600V

φ3×2 pcs
/terminal screw 5g

20 pcs
OA-QTM33 φ3.5×2 pcs

/terminal screw 10g

OA-QTM34

φ5×2 pcs
/terminal screw

15g

OA-QTM44 4P 19g

OA-QTM64 6P 30g 10 pcs

0.5-2（Round） Max. 5.7

1.25-3（Round） Max. 6

1.25-4or2-4（Round）

Max. 8.5

Model No. of poles Rating Max. applicable
cable diameter (mm) Terminal screw

Model No. of poles Rating Max. applicable
cable diameter (mm) Terminal screw

Applicable crimp terminal（mm）

Applicable crimp terminal（mm）

Working temp. Weight Sales
unit

Weight Sales
unit

－20 to ＋80℃

M2×5
Spring washer, pan head 
screw with plain washer

M3×5
Pan head screw with 
spring washer

Pan head screw with 
spring washer

M4×6 pcs

OA-QTM844 4P to 8P AC/DC 
600V 30A

φ7.0×2 pcs
/terminal screw

M4×10 pcs 75g 5 pcs

3.5-4 or 5.5-4

Max.9.8

Min.6.5Max.5.7

Max.9.8

Min.6.5

Min.φ4 Min.φ4
－20 to ＋80℃

Working temp.

30
A

600
V

4~8
P

For branching
(power line)

Black

Black

Color

No. of polesRated voltage Rated currentColor

Weight Sales
unitModel No. of poles Rating Max. applicable

cable diameter (mm) Terminal screw Applicable crimp terminal（mm）

■ Outline drawing ■ Material

Terminal fitting
Brass（Nickel plated）

Terminal screw

Insertion nut
Brass（Nickel plated）

Body
Nylon 66
(Flammability: UL94V-2）

Housing
Nylon 66

（Flammability : UL94V-2）

Housing
Nylon 66

（Flammability : UL94V-2）

Body
Nylon 66

（Flammability: UL94V-2）

Terminal part
Terminal screw: Steel 
(Trivalent chromium plating) 
Insertion nut: Brass

Collar
Steel (Trivalent chromium plating)

Collar
Steel (Trivalent chromium plating)

Steel (Trivalent
chromium plating)

※OA-QTM32 has no collar

Part name
Material(         )

For binding
band


	OA-QTM_front_2019_en
	OA-QTM_back_2019_en

