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Panduit Part Number PES400
Description Heavy-Duty Metal Marker Plate Embossing System
Software Easy-Mark Plus

Characters Included A through Z, 0 through 9, Special Characters @
# % & * ( ) - + : , . / '

Character Sizes 5mm (BLOCCO font) & 3mm (SIMPLEX 2 font)
Minimum Plate/Tag Size (LxW): 1.72" x 0.375" (44mm x  9.5mm)
Maximum Plate/Tag Size (LxW): 3.50" x 2.12" (89mm x 54mm)
Embossing Speed 300+ Plates/Hour
Input Hopper Capacity 200 Plates (0.5mm thickness)
Output Hopper Capacity 200 Plates (0.5mm thickness)
Output Hupper Capacity,
1.72" Long Plates 50 Plates (0.5mm thickness)

Operating Voltage 100V-240V
Operating Frequency 50Hz-60Hz
Operating Temperature 50F - 104F (10C - 40C)
Operating Humidity 20% - 85% Non-Condensing R.H.
Machine Weight 155 Lbs (70 kg)
Machine Dimensions LxWxH 23.6"x35.8"x16.5" (600mm x 910mm x 420mm)
Crate Total Weight 210 Lbs (95 kg)
Crate Dimensions LxWxH 33"x29"x24" (830mm x 730mm x 600mm)


