PLUG JOINT CONNECTORS

For VVF twin / triple core cable

twin core cable

triple core cable

M Applicable wire size :

Copper/Solid wire ¢ 1.6mm-¢p2.0mm
HMInsulation maximum operating temperature:120T

HW<PSE>
HERated:20A/300V
BEMaterial

Plug Connector-Terminal Block:
Polycarbonate (Flame retardance UL94V-0)
VCTF-COVER:Polypropylene (transparent)
UNTI-DUST COVER:Silicon

CONTACT:Tin plated copper alloy

@ For VCTF triple core cable
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Using the VCTF-Cover and the Pin-Terminals, the Plug Connector accepts stranded wire.

PLUG CONNECTOR

(NPJ PO1-3P)

TERMNAL BLOCK
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for LINE(NPJ BO1-3P)

TERMNAL BLOCK
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for DOUBLE LINE(NPJ B02-3P)

Kit of VCTF cover &
_ Pin terminal
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(NPJ 3PV-S)

Part Name Part Number Package Quantity
PLUG CONNECTOR NPJ P01-3P 20pcs
TERMNAL BLOCK (LINE) NPJ B01-3P 20pcs
TERMNAL BLOCK (DOUBLE LINE) NPJ B02-3P 10pcs
Kit of VCTF cover & Pin terminal NPJ 3PV-S 20pcs
UNTI-DUST COVER NPJ B-3PD 5pcs

BDIMENSIONS

ONPJ PO1-3P

@NPJ BO1-3P

UNTI-DUST COVER

\/ for Electrode Protection
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