WIRE TO WIRE IDC NDC SERIES

FEATURES

HNo need of wire stripping.
BMEasy connection by

semi

EP

using pliers.
See page 2
After IDC
) L]

NDB 2420 NDB 2018
@Applicable wire size(Annealed copper wire plasticized) DIMENSION(mm)
NDB 2420 | NDB 2018 L1 w h
0.2~ 05mm? 0.5~0.75mm? NDB 2420 30.8 5.6 5.8
\é\i,;,g Stranded AWG24-20 AWG20-18 NDB 2018 25.2 7.5 7.8
Solid ¢ 0.65mm — @Package quantity
%?é'outside diameter @ 2.1mm ¢ 2.8mm NDB 2420
100pcs. (10pcs.X10)
@Rating/Material NDB 2018
NDB 2420 | NDB 2018 @®Recommended pliers (Jis B 4814 150)
AWG?24-22 (2A) | AWG20(6A)
Current
AWG20 (3A) AWG18(8A) NDB 2018
Voltage 100V 300V
Insulation Maximum
Operating Temperature 120C
Working o
Temperature Range 0C~40C
Housing Polycarbonate (Black)
Cover Polycarbonate | Polycarbonate
(Yellow translucent) | (Green translucent) Insert the wire for insulation displacemnet connection.
Contact Pre-tin plated phosphor bronze | Note)Press down the cover.

*NDC TOOL(Hand tool for NDC series) is recommended for clamping.

/— Remarks

Indoor use only.

IDC contact is not reusable.

« Confirm correct lockage.

Total 4 locking
positions on each side.
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NDC 2824-2420-2018A

Total 2 locking
positions on each side.

NDC 3026

« Straight connection
in ward and outward.
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Pull straight
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NDB Series

« Confirm correct lockage.

Total 8 locking positions on each side.
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